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LED DOWNLIGHTS :.

V-D8001/LV-D8002 Product technical data
1. LED:EDISON/CREE 3x1W/3x3W
Illllll\ 2. Dimension:D90xH80mm / DA 75mm
8

3. Lens:30/45/60 degree
4. Current:350-700mA
\ 5. Input Voltage:85-265 V AC
6. Color:PW/WwW
7. Lumen Output:280Im(pw) and 240im(ww)

Product technical data
1. LED:EDISON/CREE 5x1W
2. Dimension:D95xH78mm /DA 82mm
3. Lens:30/45/60 degree
4. Current:350-700mA
5. Input Voltage:85-265 V AC
6. Color:PW/WW
7. Lumen Output:500Im(pw) and450Iim(ww)

Product technical data
1. LED:EDISON/CREE 7x1W
2. Dimension:D95xH78mm /DA 82mm
3. Lens:30/45/60 degree
4. Current:350-700mA
5. Input Voltage:85-265 V AC
6. Color:PW/WW
7. Lumen Output:680Im(pw) and580Im(ww)

Product technical data
1. LED:EDISON/CREE 1x1W/ 1x3W
2. Dimension:D70xH40mm/D70xHS50mm / DA 58mm
3. Lens:20 degree
4. Current:350mA
5. Input Voltage:85-265 V AC
6. Color:PW/WW
7. Lumen Output:95Im(pw) and85Im(ww)

Product technical data
1. LED:EDISON/CREE 1 x1W/ 1x3W
2. Dimension:D59xH20mm / DA 46mm
3. Lens:30 degree
4. Current:350mA
5. Input Voltage:85-265 V AC
6. Color:PW/WW
7. Lumen Output:95Im(pw) and85Im(ww)
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Product technical data
1. LED:EDISON/CREE 1x1W/ 1x3W
2. Dimension:D60xH25mm /DA 45mm
3. Lens:120 degree
4. Current:350mA
5. Input Voltage:85-265 V AC
6. Color:PW/WW
7. Lumen Output:95Im(pw) and85Im(ww)

Product technical data
1. LED:EDISON/CREE 1x1W/ 1x3W
2. Dimension:D60xH25mm  DA45mm
3. Lens:120 degree
4. Current:350mA
5. Input Voltage:85-265 V AC
6. Color:PW/WW
7. Lumen Output:95Im(pw) and85Im(ww)

Product technical data
1. LED:EDISON/CREE 1x1W/ 1x3W
2. Dimension D60 xH25 / DA 45mm
3. Lens: 120 degree
4. Current:350mA
5. Input Voltage:85-265 V AC
6. Color:PW/WW
7. Lumen Output:95Im(pw) and85Im(ww)

Product technical data
1. LED:EDISON/CREE 5x1W
2 .Dimension:D105xH20 / DA90mm
3. Lens:30/60/120 degree
4. Current:350-700mA
5. Input Voltage:85-265 V AC
6. Color:PW/WW
7. Lumen Output:450im(pw) and400Im(ww)

LV-D8011 Product technical data

1. LED:EDISON/CREE 3x1W

2. Dimension:D93xH45mm / DA 75mm

3. Lens:30/60/120 degree

4. Current:350-700mA

5. Input Voltage:85-265 V AC

6. Color:PW/WW

7. Lumen Output:290Im(pw) and250Im(ww)
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LV-D8012 Product technical data

1. LED:EDISON/CREE 7x1W

2. Dimension:D95xH78mm / DA 82mm

3. Lens:30/60/120 degree

4. Current:350-700mA

5. Input Voltage:85-265 V AC

6. Color:PW/WW

7. Lumen Output:630Im(pw) and 560im(ww)

LV-D8013 Product technical data
F "B 1. LED:EDISON/CREE 7x1W
' i 2. Dimension:D95xH70mm /DA 82mm
3. Lens:30/60/120 degree
4. Current:350-700mA
5. Input Voltage:85-265 V AC
6. Color:PW/WW
7. Lumen Output:630Im(pw) and 560im(ww)

LV-D8014 Product technical data

1. LED:EDISON/CREE 15x1W

2. Dimension:D140xH59.5mm / DA 125mm

3. Lens:15/30 degree

4. Current:350-700mA

5. Input Voltage:85-265 V AC

6. Color:PW/WW

7. Lumen Output:1350 Im(pw) and 1250 Im(ww)

LV-D8015 Product technical data
1. LED:EDISON/CREE 1x1W/1x3W

 ; 2. Dimension:D52xH18mm /DA 45mm
Al 3. Lens:120 degree
y 4. Current:350mA

5. Input Voltage:100-240 V AC
6. Color:PW/WW
7. Lumen Output:90 Im(pw) and 80 Im(ww)

LV-D8016 Product technical data

1. LED:EDISON/CREE 1 x1W/1x3W

2. Dimension:D52xH28.9mm /DA 72mm

3. Lens:80 degree

4. Current:350mA

5. Input Voltage:100-240 V AC

6. Color:PW/WW

7. Lumen Output:90 Im(pw) and 80 Im(ww)
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